SENSORS: Brake pressure switch

Brake pressure switch

Brake pressure switches are used in vehicles and machines to
close or open a contact when a defined pressure is exceeded.
Suitable media are air, oil or water.

MOTOMETER brake pressure switches are available in different
Versions.

Operation is possible with 12 Volt or 24 Volt on-board supply
system. Depending on the version, the switching point is
between 0.5 bar and 9 bar.

Design variants:
679 001 xxxx opens when the pressure is exceeded
679 003 xxxx opens when the pressure is exceeded

Available only off-earthed:

679 002 xxxx closes when the pressure is exceeded
679 004 xxxx closes when the pressure is exceeded

Special wishes? We deliver customized solutions!

In addition to the standard temperature sensors listed, we can also offer you customized
specific solutions. Simply contact us with your requirements via the adjacent button:
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SENSORS: Brake pressure switch

max. max. S
. . Switching- Switching- continuous |dent|cal-|n
Switchpoint Thread . Part No. construction
contact capacity (non- pressure -
inductive) range

0,5+0,1/-0,2 bar Opener M12x 15 30w 10 bar 679 001 1009 A0015457914
2,7 +/-0,2 bar Opener M12x1,5 30W 10 bar 679 001 1013 A 00254597 14
4,0 +/-0,2 bar Opener M12x 15 30w 10 bar 679 001 1002 A 0005454714
5,0 +/-0,2 bar Opener M12x 1,5 30w 10 bar 679 001 1001 A 0005454314
5,5 +/-0,2 bar Opener M12x1,5 30W 10 bar 679 001 1003 A 00054554 14
5,7 +/-0,2 bar Opener M12x 1,5 30w 10 bar 679 001 1005 A 0005457914
6,3 +/-0,2 bar Opener M12x 1,5 30w 10 bar 679 001 1006 A 00154516 14
6.7 +/-0,2 bar Opener M12x 1,5 30w 10 bar 679 001 1011 A 0025453914
6,9 +/-0,2 bar Opener M12x 1,5 30w 10 bar 679001 1016 A 00454563 14
0,5 +/-0,2 bar Shutter M12 x1,5 30W 10 bar 679 002 1010 A 00254550 14
1,0 +/-0,2 bar Shutter M12x 1,5 KA 10 bar 679 002 1005 A0015454114
1,8 +/-0,2 bar Shutter M12x1,5 30W 10 bar 679 006 1001 A 0025454514
2,5+/-0,2 bar Shutter M12x 1,5 KA 10 bar 679 002 1004 A 00154557 14
4,0 +/-0,2 bar Shutter M12x1,5 30W 10 bar 679 012 1003 A 00054591 14
6.0 +/-0,2 bar Shutter M12x 1,5 30w 10 bar 679 002 1007
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All data subject to technical changes.


https://motometer.shop/en/679-001-1009/
https://motometer.shop/en/679-001-1013/
https://motometer.shop/en/679-011-1002/
https://motometer.shop/en/679-001-1001/
https://motometer.shop/en/679-001-1003/
https://motometer.shop/en/679-001-1005/
https://motometer.shop/en/679-001-1006/
https://motometer.shop/en/679-001-1011/
https://motometer.shop/en/679-001-1016/
https://motometer.shop/en/679-002-1010/
https://motometer.shop/en/679-002-1005/
https://motometer.shop/en/679-016-1001/
https://motometer.shop/en/679-002-1004/
https://motometer.shop/en/679-012-1003/
https://motometer.shop/en/679-002-1007/

